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	QUESTIONNAIRE
For the Selection of Steam or Compressed Air Separator
 OPEKS 




 
	Supplier and Manufacturer:
	Client Details:

	[bookmark: _GoBack]OPEKS Energysystems
	Company:

	 
	 

	01042, Kyiv, P.O. Box 111, Ukraine
	Tel:

	Tel: +38 044 536 11 90
	e-mail:

	https://opeks.ua
	Contact Person:

	e-mail: office@opeks.ua
	Position


 
 
Please complete the input data in the table below:


	
Parameter
	
Unit of Measurement
	


	Gas Name (air/steam)
	specify
	

	Gas-Liquid Phase Capacity
	max.
	m3/min
	

	
	min.
	m3/min
	

	Pressure, atm. 
At separator inlet
	max.
	bar
	

	
	min.
	bar
	

	Pipeline diameter
	inlet
	mm
	

	
	outlet
	mm
	

	Moisture content at inlet (air)
	mg/m3
	

	Temperature at separator inlet 
	°C
	

	Velocity at separator inlet
	m/s
	15
	25
	40
	

	Separator connection type *
	type
	flange
	internal thread
	

	Separator construction material
	specify
	painted carbon steel
	

	
	
	stainless steel
	

	
	
	
	



To ensure effective determination of separator installation points, it is recommended to attach a ductwork diagram.

* The auger and baffle are manufactured from stainless steel (applicable to all separator modifications).
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