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	QUESTIONNAIRE
For the selection of a flue gas heat recuperator




	Supplier and manufacturer:
	Customer details:

	OPEKS Energysystems
	Company:

	
	

	01042, Kyiv, P.O. Box 111, Ukraine
	Tel:

	Tel: +38 044 536 11 90
	e-mail:

	https://opeks.ua
	Contact person:

	e-mail: office@opeks.ua
	Position







Please complete the input data in the following table:

	Designation
	Unit
	

	[bookmark: _GoBack]Heat load 
	kW
	

	LOOP I (heat carrier)

	Heat carrier (specify: water, antifreeze)
	

	Flow rate (if heat output data is unavailable)
	kg/h
	

	Heat carrier temperature
	at the recuperator inlet
	°C
	

	
	at the recuperator outlet
	°C
	

	Operating pressure of the heat carrier
	bar
	

	Maximum operating temperature 
	°C
	

	Maximum operating pressure
	bar
	

	CIRCUIT II (flue gases)

	Flue gas flow rate
	m3/h
	

	Flue gas composition
	
	



	Flue gas temperature
	at the recuperator inlet
	°C
	

	
	at the recuperator outlet
	°C
	

	Design characteristics

	Internal diameter of the flue
	mm
	







	Installation scheme (specify: vertical, horizontal)
	

	Special configurations (specify: without bypass, with bypass)
	

	Material (stainless steel AISI 304, AISI 316)
	

	Requirement for inspection opening 
	








	FEATURES (e.g. maximum installation dimensions): 
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